CODE DATA

BROOM FINISH 4" CONCRETE SLAB W/ 6" X 6" — W1.4 X W1.4 WWF (3000 PS

BUILDING CODE: FLORIDA BUILDING CODE, 8TH EDITION 2023 BUILDING CODE

REQUIREMENTS FOR STRUCTURAL CONCRETE — (ACI 318-19)
SPECIFICATIONS FOR STRUCTURAL CONCRETE — (ACl 301-20, ACl 332)
BUILDING CODE REQUIREMENTS FOR MASONRY STRUCTURES — (ACI 530/530.1-13)

CONCRETE FOOTING W/(3) #5 CONT.

SAND/FLOAT STUCCO, PAINTED SAME AS BUILDING. REF. ARCHITECTURAL

CONCRETE PAVING ON LIMEROCK AND COMPACTED FILL, REF. CIVIL DWGS.
BUILDING SET, DETAIL 3/A-9

SITE LIGHT, REF. ELEC. DWGS.

6" GALVANIZED STEEL PIPE BOLLARD FILLED SOLID WITH SAND OR GRAVEL. FILL

HOOKED DOWEL TO MATCH SIZE & SPACING OF VERTICAL WALL REINFORCING TOP 12" WITH GROUT, REF. DET. 8. PAINT "SAFETY YELLOW". (LOCATIONS ARE

PAINTED CMU TO MATCH STUCCO EXTERIOR

WIND DESIGN RECOMMENDATIONS, VERIFY FEASIBILITY OF FINAL BOLLARD LOCATIONS WITH
RISK CATEGORY: v BOND BEAM W/(2) #5 CONT. STUCCO CONTROL JOINT OWNERS)
EXPOSURE: _Cc

8" CMU WALL W/ #5 REBAR @ 48" 0.C. VERTICAL IN CONC. FILLED CELLS. GROUT CROWN

PROVIDE FILLED CELLS W/#5 AT ALL CORNERS AND ENDS, 1/2" FIBER EXPAN. JOINT

BASIC WIND SPEED: 182 MPH  ASCE 7-22 CHAPTER 26

COMPACTED FILL SHALL BE A MINIMUM OF 30", A-3 SELECT SOIL (AASHTO LINE OF FOOTING BELOW

M145) W/MAX. 5% PASSING #200 SIEVE, COMPACTED TO 95% MAX. DENSITY

(2) 6'=0"W. x 6'=0"H. WELDED ALUMINUM MULTI SLAT TONGUE AND GROOVE
SYSTEM SWING GATES WITH DROP PIN ANCHOR AND SLEEVE BY EASTERN METAL

(1) #5 CONT.

STUCCO WASH CONCRETE FOOTING

P @RBEEE

SUPPLY OR APPROVED EQUAL. PROVIDE WHEELS @ EACH DOOR BOTTOM

QOEE QO PE

CONCRETE CURB, REF. CIVIL

Qogooole

DUMPSTER ENCLOSURE FOR
ST. JAMES CITY FIRE STATION #2
0015 STRINGFELLOW ROAD
ST. JAMES CITY, FL 33956

THE DOCUMENT AND INFORMATION IT CONTAINS MAY NOT BE REPRODUCED OR USED FOR OTHER THAN THE SPECIFIC PROJECT FOR WHICH IT WAS PREPARED WITHOUT THE EXPLICIT CONSENT OF CASTELLANOS + TRAMONTE ARCHITECTS.

THIS DOCUMENT IS THE EXCLUSIVE PROPERTY OF CASTELLANOS + TRAMONTE ARCHITECTS.

ARCHITECT/ENGINEER STAMP

N\
X

4'—0" BAR DIAMETER LAP

Arturo Castellanos
Cape Coral

KEY PLAN (N.T.S.) SLAB CONTROL JOINT AS SHOWN (IF MFR. RECOMMENDED)
\ —
\ _
Welded Enclosure/Fence & Gate Systems; Privacy & Sound Barriers
| Multi-slat .938 Tongue and Groove System
52-63-7983 Accepts 40-63-728, 40-63-727, 52-63-7983 or
41-63-729 Lz 52-63-14390
=, A 938 x 3.5" Slat @
/ 2.000 Lo WL 40-63-727
PROPOSED | = NI
DUMPSTER roee / e
; x 67 Slat
ENCLOSURE Ul 2" x 3" Gate Frame Mullion x 24’ .938 Starter 41-63-729
. 52-63-14391 Horizontal Applications 40-63-728 e < ™
;/\ —-L] | Jp— Accepts 40-63-728, .938 Starter we S 3
/ﬁ / 40-63-727, — 3.000 —— 40-63-728 K i m m R
sne3728 | = =, < @ Mg
2.000 1.080 / ~ o F <t ©
- F—E ) 1938 x 6” Slat O N
: — 41-63-729 z z S =
3 S
"3 2” x 6” Gate Frame x 24’ b
3 52-63-14390  Accepts 40-63-728, 40-63-727, o i
s 41-53-728 4 EE
> 6,000
3 4 o
| = a e ©
2.000 1.060
| X AN m Ll
| — | Also o //\\///\ \\///\\///\\\// < o
1,000+ Available A T AVANNN <
- R NV P S
! for Gate ™~ \\/\ . \\\/\\\/ m
0.938” x 3.5” Tongue & Groove Slat x 24’ Anplications: \\/// X m —
40-63-728 self mating; Also mates with 40-63-727|  * Drill Weep \\ Mark V /\//\ o, \//\/ @ =
41-63-729, Fits 52-63-7983, 52-63-14391 & 52-63-14380 Holes as Gate Hinge SN ///\ S \\///\> < L
needed g;eé""' 3;3?;;‘-” /\/ K " K / /d \\\///\\ %
63 SAFSEKK o
” |—
R J— ﬁ ‘L |D_i
0.938" x 3.5" Tongue & Groove Slat x 24’ Features and Benelits: 2
40-63-727 self mating; Also mates with 40-63-727 -éﬂﬁgﬁ_?milﬁ%m%mk‘nq panels 4 BO I_I_AR D D ETAl I_ Ll ,(;
41-63-728, Fits 52-63-7983, 52-63-14381 & 52-63-14390 + Versatile products give a variety of fabrication options Gate Frame 1/2" = 1’=-0" = %
+ Tongue & Groove System can be used for tolal privacy 52-63-T983 or ';_—' |
+ Gan mix mulliple width slals to achieve unique designs 7.63-14300 E o))
ﬁ_
<C
Auplications: =0
+ Commercial Dumpster Enclosures 00 8
+ Industrial Air Condilioning Enclosures N
0.938” x 6” Tongue & Groove Slat x 24’ 1+ Residential or Commercial Gales and Fencing N N
41-63-729 self mating; Also mates with Screw receivers can be utilized
40-63-727, 41-63-729; Fits 52-63-7983, 52-63-14391 for different applications.
& 52-63-14390 1/2" Corner Gate Hinge (Heavy Duty)
61000 Molding x 12" 52-63-8793 Mark 5
i b o 52-63-13545 (with base plate)
Ed ﬂ %‘ yi b 52-63-9150 Mark 4
6 (without base plate) DRAWN BY BAM
ALSO AVAILABLE: I CHECKED BY BAM
< 3 > ° - 1" x 4" Tongue & Groove Slat x 21’ .500 ISSUED FOR:
= 52-63-7686 self mating |
L Fits 52-63-7983, 52-63-14390, 52-63-14301 435~ PERMIT SET 4/16/25
] 4.000 = .Llp o h"m
B I~ | BOO Ib load
s -1 ., 1.000
E .l_.=.f:'.‘:‘= |
H STIFFENERS, ENCLOSURES & GATES 05
g Eastern Meial SUpply www.easternmetal.com + info@easternmetal.com 03/12/20
1| H FL: 800-432-2204 + NC/DE/GA: 800-343-8154 « TX/AR: 800-996-6061 « MO/OH: 888-822-6061
< @_/ E
© o)

(\«gumu
A @‘\G‘oﬁ FLORI,

‘ {:@ artthearchitect@msn.com
y G\xZz 2025.04.16

¢
J
)

iy, é i
Sr‘qr
R

T

~ ™ Py %’%\;ﬁ ;?%5 16:28:11-04'00"
\ |
|
K / ii DRAWING NAME:
NN ik :
OOV
GRURRR Al

I
DUMPSTER
ENCLOSURE DETAILS

DUMPSTER ENCLOSURE SECTION DUMPSTER ENCLOSURE ELEVATION DUMPSTER ENCLOSURE PLAN SHEET

3/4" = 1'-0" 2 K /4" = 10" 1/4" = 1’0"
DE-1

3

ART A. CASTELLANOS NO. AR0O01547/3



AutoCAD SHX Text
DE-1

AutoCAD SHX Text
3

AutoCAD SHX Text
KEYNOTES

AutoCAD SHX Text
SAND/FLOAT STUCCO, PAINTED SAME AS BUILDING.  REF. ARCHITECTURAL BUILDING SET, DETAIL 3/A-9 

AutoCAD SHX Text
HOOKED DOWEL TO MATCH SIZE & SPACING OF VERTICAL WALL REINFORCING

AutoCAD SHX Text
BOND BEAM W/(2) #5 CONT.

AutoCAD SHX Text
8" CMU WALL W/ #5 REBAR @ 48" O.C. VERTICAL IN CONC. FILLED CELLS. PROVIDE FILLED CELLS W/#5 AT ALL CORNERS AND ENDS.

AutoCAD SHX Text
(1) #5 CONT.

AutoCAD SHX Text
STUCCO WASH

AutoCAD SHX Text
SLAB CONTROL JOINT AS SHOWN

AutoCAD SHX Text
BROOM FINISH 4" CONCRETE SLAB W/ 6" X 6" - W1.4 X W1.4 WWF (3000 PSI MININUM)

AutoCAD SHX Text
SITE LIGHT, REF. ELEC. DWGS.

AutoCAD SHX Text
PAINTED CMU TO MATCH STUCCO EXTERIOR

AutoCAD SHX Text
STUCCO CONTROL JOINT

AutoCAD SHX Text
1/2" FIBER EXPAN. JOINT

AutoCAD SHX Text
COMPACTED FILL SHALL BE A MINIMUM OF 30", A-3 SELECT SOIL (AASHTO M145) W/MAX. 5% PASSING #200 SIEVE, COMPACTED TO 95% MAX. DENSITY

AutoCAD SHX Text
(2) 6'-0"W. x 6'-0"H. WELDED ALUMINUM MULTI SLAT TONGUE AND GROOVE SYSTEM SWING GATES WITH DROP PIN ANCHOR AND SLEEVE BY EASTERN METAL SUPPLY OR APPROVED EQUAL.  PROVIDE WHEELS @ EACH DOOR BOTTOM      (IF MFR. RECOMMENDED) 

AutoCAD SHX Text
CONCRETE FOOTING W/(3) #5 CONT.

AutoCAD SHX Text
CONCRETE PAVING ON LIMEROCK AND COMPACTED FILL, REF. CIVIL DWGS.

AutoCAD SHX Text
6" GALVANIZED STEEL PIPE BOLLARD FILLED SOLID WITH SAND OR GRAVEL. FILL TOP 12" WITH GROUT, REF. DET. 8.  PAINT "SAFETY YELLOW". (LOCATIONS ARE RECOMMENDATIONS, VERIFY FEASIBILITY OF FINAL BOLLARD LOCATIONS WITH OWNERS)

AutoCAD SHX Text
GROUT CROWN

AutoCAD SHX Text
LINE OF FOOTING BELOW

AutoCAD SHX Text
CONCRETE FOOTING

AutoCAD SHX Text
CONCRETE CURB, REF. CIVIL

AutoCAD SHX Text
1

AutoCAD SHX Text
2

AutoCAD SHX Text
3

AutoCAD SHX Text
4

AutoCAD SHX Text
5

AutoCAD SHX Text
6

AutoCAD SHX Text
7

AutoCAD SHX Text
8

AutoCAD SHX Text
9

AutoCAD SHX Text
10

AutoCAD SHX Text
11

AutoCAD SHX Text
12

AutoCAD SHX Text
13

AutoCAD SHX Text
14

AutoCAD SHX Text
15

AutoCAD SHX Text
16

AutoCAD SHX Text
17

AutoCAD SHX Text
18

AutoCAD SHX Text
19

AutoCAD SHX Text
20

AutoCAD SHX Text
21

AutoCAD SHX Text
(S.R. 767)

AutoCAD SHX Text
STRINGFELLOW  ROAD  (S)

AutoCAD SHX Text
PHASE 2

AutoCAD SHX Text
PHASE 1

AutoCAD SHX Text
1

AutoCAD SHX Text
1/4" = 1'-0"

AutoCAD SHX Text
DUMPSTER ENCLOSURE PLAN

AutoCAD SHX Text
3

AutoCAD SHX Text
3/4" = 1'-0"

AutoCAD SHX Text
DUMPSTER ENCLOSURE SECTION

AutoCAD SHX Text
4

AutoCAD SHX Text
1/2" = 1'-0"

AutoCAD SHX Text
BOLLARD DETAIL

AutoCAD SHX Text
2

AutoCAD SHX Text
1/4" = 1'-0"

AutoCAD SHX Text
DUMPSTER ENCLOSURE ELEVATION

AutoCAD SHX Text
DUMPSTER ENCLOSURE DETAILS

AutoCAD SHX Text
DE-1

AutoCAD SHX Text
DUMPSTER ENCLOSURE FOR: ST. JAMES CITY FIRE STATION #2  5015 STRINGFELLOW ROAD ST. JAMES CITY, FL 33956

AutoCAD SHX Text
SHEET

AutoCAD SHX Text
DRAWING NAME:

AutoCAD SHX Text
ART A. CASTELLANOS  NO. AR0015473

AutoCAD SHX Text
THIS DOCUMENT IS THE EXCLUSIVE PROPERTY OF CASTELLANOS + TRAMONTE ARCHITECTS.  THE DOCUMENT AND INFORMATION IT CONTAINS MAY NOT BE REPRODUCED OR USED FOR OTHER THAN THE SPECIFIC PROJECT FOR WHICH IT WAS PREPARED WITHOUT THE EXPLICIT CONSENT OF CASTELLANOS + TRAMONTE ARCHITECTS.

AutoCAD SHX Text
ARCHITECT/ENGINEER STAMP

AutoCAD SHX Text
1228 LAFAYETTE STREET SUITE #1 CAPE CORAL, FLORIDA 33904 (239) 549-0997                           AA 26003303

AutoCAD SHX Text
 DRAWN BY

AutoCAD SHX Text
BAM

AutoCAD SHX Text
 CHECKED BY

AutoCAD SHX Text
BAM

AutoCAD SHX Text
 ISSUED FOR:

AutoCAD SHX Text
 PERMIT SET

AutoCAD SHX Text
4/16/25

AutoCAD SHX Text
CODE DATA

AutoCAD SHX Text
KEY PLAN (N.T.S.)

AutoCAD SHX Text
PROPOSED DUMPSTER ENCLOSURE

AutoCAD SHX Text
WIND DESIGN

AutoCAD SHX Text
ASCE 7-22 CHAPTER 26

AutoCAD SHX Text
RISK CATEGORY:

AutoCAD SHX Text
EXPOSURE:

AutoCAD SHX Text
BASIC WIND SPEED:

AutoCAD SHX Text
182 MPH

AutoCAD SHX Text
C

AutoCAD SHX Text
IV

AutoCAD SHX Text
BUILDING CODE: FLORIDA BUILDING CODE, 8TH EDITION 2023 BUILDING CODE REQUIREMENTS FOR STRUCTURAL CONCRETE - (ACI 318-19)  SPECIFICATIONS FOR STRUCTURAL CONCRETE - (ACI 301-20, ACI 332)  BUILDING CODE REQUIREMENTS FOR MASONRY STRUCTURES - (ACI 530/530.1-13)


	Sheets and Views
	DE-1


		artthearchitect@msn.com
	2025-04-16T16:28:11-0400
	Cape Coral
	Arturo Castellanos
	I am the author of this document




